
Attachment 5 



LEGEND

PROPOSED BUILDING

EXISTING BUILDING

PROPOSED INTERNAL IMPROVEMENTS (NO SITEWORK)

PROPOSED ELECTRICAL CONDUIT

Filename: \\langan.com\data\NY\data4\170270401\Cadd Data - 170270401\SheetFiles\C-001 - SITE KEY PLAN.dwg   Date: 12/30/2014  Time: 11:11  User: jfolinusz  Style Table: Langan.stb  Layout: C-001

OWNER

PROJECT

DRAWING NUMBER

DRAWING NAME

DRAWING SCALE DRAWING FILE

BINDING ORDER FIRST ISSUE DATE

REVISIONS

ISSUE

KEYPLAN

SEAL

ARCHITECT

DATE DESCRIPTION

DATE DESCRIPTION

ESSENTIAL

ELECTRICAL SYSTEM

UPGRADES

GOOD SAMARITAN

HOSPITAL MEDICAL CENTER

1000 MONTAUK HIGHWAY

WEST ISLIP, NY 11795

TDM CONSULTING ENGINEER,PC
550 NORTH COUNTRY ROAD
SUITE E, ST. JAMES, NY 11780
TEL. (631) 686-5234, FAX (631) 590-1927

512 Seventh Avenue

New York, NY 10018

 (212) 532-9600

www.wspgroup.com/usa

MEP ENGINEER 

STRUCTURAL ENGINEER 

CIVIL ENGINEER 

21 Penn Plaza, 360 West 31st Street, 8th Floor, New York, NY 10001

T: 212.479.5400 F: 212.479.5444   www.langan.com

D

E

C

 

3

1

,

 

2

0

1

4

8

5

%

 

C

D

P

R

O

G

R

E

S

S

 

F

O

R

R

E

V

I

E

W

N

O

T

 

F

O

R

C

O

N

S

T

R

U

C

I

T

O

N

SITE KEY PLAN

SCALE: 1" = 40'

LOCATION A

LOCATION B

C-001

SITE KEY PLAN

SEE C-202, C-302, DM-002

SEE C-201, C-301, DM-001

GENERAL SITE NOTES:

1. EXISTING CONDITIONS AND TOPOGRAPHIC INFORMATION AS
SHOWN ON THIS DOCUMENT ARE BASED ON THE TOPOGRAPHIC
AND UTILITY SURVEY PREPARED BY LANGAN ENGINEERING,
ENVIRONMENTAL, SURVEYING, AND LANDSCAPE ARCHITECTURE,
D.P.C., DATED 06/10/2014, LAST REVISED 10/24/2014.

2. ELEVATIONS SHOWN ARE REFERENCED TO NORTH AMERICAN
VERTICAL DATUM OF 1988 (NAVD88) BASED UPON NGS
BENCHMARK MONUMENTS Z 374, D 330, RECOVERED ON 04/28/14, IN
GOOD CONDITION.

3. THE MERIDIAN OF THIS SURVEY IS REFERENCED TO GRID NORTH NY
LI NAD83.

4. LOCATIONS OF EXISTING UTILITIES SHALL BE CONSIDERED
APPROXIMATE.  CONTRACTOR SHALL FIELD VERIFY EXISTING
UTILITIES PRIOR TO NEW UTILITY INSTALLATIONS.  CONTRACTOR
TO IMMEDIATELY NOTIFY OWNER AND ENGINEER IN WRITING OF
ANY DISCREPANCIES.

5. IT IS MANDATORY, AS PER NYS INDUSTRIAL CODE RULE 53, FOR
THE CONTRACTOR TO NOTIFY NEW YORK CITY/LONG ISLAND
ONE-CALL CENTER, 36-35 BELL BOULEVARD, SUITE 202, BAYSIDE,
NY 11361, TEL 800.272.4480, FAX 718.631.6723, EMAIL
BSCHUETT@1-CALL.COM, IN ADDITION TO ALL UNDERGROUND
FACILITY OPERATORS IN THE AREA WHO ARE NOT ONE-CALL
MEMBERS, NOT LESS THAN TWO (2) FULL BUSINESS DAYS AND
NOT MORE THAN TEN (10) FULL BUSINESS DAYS BEFORE
COMMENCING EXCAVATION. THE CONTRACTOR WILL RECEIVE A
NOTIFICATION TICKET FROM THE ONE-CALL ENTER WHICH SHOULD
BE PRESENTED TO THE RESIDENT ENGINEER AS PROOF OF THE
CALL..

6. THE CONTRACTOR SHALL BE SOLEY RESPONSIBLE FOR
MAINTAINING THE SECURITY OF THE PROJECT SITE DURING ALL
WORKING AND NON-WORKING HOURS, SEVEN DAYS A WEEK.

7. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING ALL WORK
CONFORMS WITH ALL FEDERAL, STATE, COUNTY OR LOCAL CODES
HAVING JURISDICTION OVER SUCH WORK.

8. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OSHA

REGULATIONS AND SAFETY PROCEDURES TO ENSURE

PERSONNEL HEALTH AND SAFETY. THE CONTRACTOR MUST

MAINTAIN A SAFE AND CLEAN WORKING ENVIRONMENT AND SHALL

ENSURE PROPER PERSONAL PROTECTIVE EQUIPMENT IS WORN

AT ALL TIMES. IN AREAS WHERE PEDESTRIAN AND/OR VEHICULAR

TRAFFIC MAY BE AFFECTED BY THE WORK, THE CONTRACTOR

SHALL CORDON OFF THE WORK AREA.

9. PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL VISIT

THE SITE AND SHALL NOTIFY THE OWNER'S REPRESENTATIVE OF

ANY UTILITIES, STRUCTURES OR ANY OTHER ELEMENTS WHICH

MAY IMPEDE WORK. UTILITY AND/OR STRUCTURE RELOCATIONS, IF

NECESSARY, SHALL BE COORDINATED THROUGH THE OWNER'S

REPRESENTATIVE AT NO ADDITIONAL COST.

10. IT IS THE CONTRACTORS' RESPONSIBILITY TO VERIFY,

COORDINATE AND STAGE OR SEQUENCE HIS WORK WITH ANY

OTHER PLANNED OR ONGOING CONSTRUCTION ACTIVITIES AT THE

SITE.

11. THE CONTRACTOR SHALL COORDINATE ANY STAGE WORK, LAY

DOWN, AND STORAGE AREA LOCATIONS AND ACCESS WITH

OWNER, PRIOR TO START OF WORK.

12. CONTRACTOR TO NOTE CONSTRUCTION ACTIVITIES MAY HAVE

COMMENCED SINCE SURVEY ISSUANCE AND AS SUCH THE SITE

CONDITIONS SHOWN HEREON DO NOT NECESSARILY REFLECT

THOSE WHICH WILL BE FOUND ONSITE AT THE START OF

CONSTRUCTION.

10 2540 400

SCALE IN FEET

1"=40'



EXISTING TREE TO

BE REMOVED

EXISTING CURB TO BE

REMOVED AS NEEDED

EXISTING BUILDING TO BE DEMOLISHED

(SEE ARCHITECTURAL PLANS)

REMOVE EXISTING CONCRETE VAULT WITHIN PROPOSED

BUILDING FOOTPRINT AND REROUTE MECHANICAL PIPING.

(REFER TO MECHANICAL PLANS FOR REROUTING DETAILS)

EXISTING ASPHALT

TO BE REMOVED

EXISTING CONCRETE

TO BE REMOVED

EXISTING ASPHALT TO BE

REMOVED AS NEEDED

EXISTING CONCRETE TO

BE REMOVED AS NEEDED

EXISTING STORM STRUCTURE

TO BE REMOVED

EXISTING STAIRS TO

BE REMOVED

EXISTING ELECTRIC MANHOLE TO

REMAIN AND BE BROUGHT TO GRADE

EXISTING STORM STRUCTURE

TO BE REMOVED

BEACH DRIVE

EXISTING DRY

WELL TO REMAIN

COORDINATE/PHASE DEMO IN THIS
AREA WITH OWNER TO MAINTAIN

EMERGENCY VEHICLE ACCESS

LEGEND

ASPHALT TO BE REMOVED

BUILDING TO BE DEMOLISHED

CONCRETE TO BE REMOVED

OBJECT TO BE REMOVED

TREE TO BE REMOVED

EXISTING BUILDING TO REMAIN

LAWN AREA TO BE DISTURBED
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LOCATION 'A' DEMO PLAN

SCALE: 1" = 10'

DM-001

SITE REMOVALS

PLAN

GENERAL SITE NOTES:

1. EXISTING CONDITIONS AND TOPOGRAPHIC INFORMATION AS SHOWN ON THIS DOCUMENT ARE BASED

ON THE TOPOGRAPHIC AND UTILITY SURVEY PREPARED BY LANGAN ENGINEERING, ENVIRONMENTAL,

SURVEYING, AND LANDSCAPE ARCHITECTURE, D.P.C., DATED 06/10/2014, LAST REVISED 10/24/2014.

2. ELEVATIONS SHOWN ARE REFERENCED TO NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88)

BASED UPON NGS BENCHMARK MONUMENTS Z 374, D 330, RECOVERED ON 04/28/14, IN GOOD

CONDITION.

3. THE MERIDIAN OF THIS SURVEY IS REFERENCED TO GRID NORTH NY LI NAD83.

4. LOCATIONS OF EXISTING UTILITIES SHALL BE CONSIDERED APPROXIMATE.  CONTRACTOR SHALL FIELD

VERIFY EXISTING UTILITIES PRIOR TO NEW UTILITY INSTALLATIONS.  CONTRACTOR TO IMMEDIATELY

NOTIFY OWNER AND ENGINEER IN WRITING OF ANY DISCREPANCIES.

5. IT IS MANDATORY, AS PER NYS INDUSTRIAL CODE RULE 53, FOR THE CONTRACTOR TO NOTIFY NEW

YORK CITY/LONG ISLAND ONE-CALL CENTER, 36-35 BELL BOULEVARD, SUITE 202, BAYSIDE, NY 11361,

TEL 800.272.4480, FAX 718.631.6723, EMAIL BSCHUETT@1-CALL.COM,  IN ADDITION TO ALL

UNDERGROUND FACILITY OPERATORS IN THE AREA WHO ARE NOT ONE-CALL MEMBERS, NOT LESS

THAN TWO (2) FULL BUSINESS DAYS AND NOT MORE THAN TEN (10) FULL BUSINESS DAYS BEFORE

COMMENCING EXCAVATION. THE CONTRACTOR WILL RECEIVE A NOTIFICATION TICKET FROM THE

ONE-CALL ENTER WHICH SHOULD BE PRESENTED TO THE RESIDENT ENGINEER AS PROOF OF THE

CALL..

6. THE CONTRACTOR SHALL BE SOLEY RESPONSIBLE FOR MAINTAINING THE SECURITY OF THE PROJECT

SITE DURING ALL WORKING AND NON-WORKING HOURS, SEVEN DAYS A WEEK.

7. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING ALL WORK CONFORMS WITH ALL FEDERAL, STATE,

COUNTY OR LOCAL CODES HAVING JURISDICTION OVER SUCH WORK.

8. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OSHA REGULATIONS AND SAFETY

PROCEDURES TO ENSURE PERSONNEL HEALTH AND SAFETY. THE CONTRACTOR MUST MAINTAIN A

SAFE AND CLEAN WORKING ENVIRONMENT AND SHALL ENSURE PROPER PERSONAL PROTECTIVE

EQUIPMENT IS WORN AT ALL TIMES. IN AREAS WHERE PEDESTRIAN AND/OR VEHICULAR TRAFFIC MAY

BE AFFECTED BY THE WORK, THE CONTRACTOR SHALL CORDON OFF THE WORK AREA.

9. PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL VISIT THE SITE AND SHALL NOTIFY THE

OWNER'S REPRESENTATIVE OF ANY UTILITIES, STRUCTURES OR ANY OTHER ELEMENTS WHICH MAY

IMPEDE WORK. UTILITY AND/OR STRUCTURE RELOCATIONS, IF NECESSARY, SHALL BE COORDINATED

THROUGH THE OWNER'S REPRESENTATIVE AT NO ADDITIONAL COST.

10. IT IS THE CONTRACTORS' RESPONSIBILITY TO VERIFY, COORDINATE AND STAGE OR SEQUENCE HIS

WORK WITH ANY OTHER PLANNED OR ONGOING CONSTRUCTION ACTIVITIES AT THE SITE.

11. THE CONTRACTOR SHALL COORDINATE ANY STAGE WORK, LAY DOWN, AND STORAGE AREA

LOCATIONS AND ACCESS WITH OWNER, PRIOR TO START OF WORK.

12. CONTRACTOR TO NOTE CONSTRUCTION ACTIVITIES MAY HAVE COMMENCED SINCE SURVEY ISSUANCE

AND AS SUCH THE SITE CONDITIONS SHOWN HEREON DO NOT NECESSARILY REFLECT THOSE WHICH

WILL BE FOUND ONSITE AT THE START OF CONSTRUCTION.

DEMOLITION NOTES:

1. THE CONTRACTOR SHALL EXERCISE EXTREME CARE TO PREVENT DAMAGE TO EXISTING ADJACENT

STRUCTURES BY OR AS A RESULT OF HIS OPERATIONS. ANY DAMAGE RESULTING FROM THE

CONTRACTORS' OPERATIONS SHALL BE REPAIRED AS DIRECTED BY THE OWNER'S REPRESENTATIVE

AT NO ADDITIONAL COST.

2. CONSTRUCTION OPERATIONS SHALL BE CONFINED TO THE AREA OF WORK SHOWN AND SHALL NOT

CREATE DUST, DIRT, OBSTRUCTIONS OR OTHER SUCH INCONVENIENCES TO ADJACENT RESIDENCES

AND PROPERTIES.

3. ALL DEBRIS IN THE IMMEDIATE VICINITY OF THE WORK SHALL BE RECOVERED AND PROPERLY

DISPOSED OF BY THE CONTRACTOR IN ACCORDANCE WITH ALL APPLICABLE LAWS AT NO ADDITIONAL

COST TO THE OWNER.

4. IF REQUIRED, THE CONTRACTOR SHALL REQUEST WRITTEN APPROVAL FROM THE OWNER'S

REPRESENTATIVE FOR TEMPORARY SHUTDOWN OF UTILITIES, A MINIMUM OF THREE WORKING DAYS IN

ADVANCE.

5. CONTRACTOR SHALL OBTAIN AND MAKE PAYMENT FOR TEMPORARY UTILITIES AND OTHER SERVICES

NECESSARY FOR PROPER EXECUTION OF DEMOLITION WORK.

6. THE CONTRACTOR SHALL REMOVE AND LEGALLY DISPOSE OF ALL DEMOLITION DEBRIS UNDER THIS

CONTRACT, INCLUDING BUT NOT LIMITED TO: SIDEWALK, CURB, PAVEMENT & SITE FURNISHINGS.

7. CONTRACTOR SHALL BE LICENSED AND INSURED FOR LIABILITY PROPERTY DAMAGE AS REQUIRED BY

LAW.

8. REFER TO MECHANICAL, ELECTRICAL, PLUMBING, STRUCTURAL, ARCHITECTURAL AND OTHER

CONSULTANT DEMOLITION DRAWINGS FOR ALL DEMOLITION RELATED TO, AND WITHIN STRUCTURES.

9. LOCATION OF ALL UTILITIES SHOWN SHALL BE CONSIDERED APPROXIMATE. CONTRACTOR TO VERIFY

IN FIELD PRIOR TO CONSTRUCTION.

10. ADDITIONAL UNDERGROUND UTILITIES NOT SHOWN ON PLAN MAY EXIST. CONTRACTOR TO NOTIFY

OWNER AND ENGINEER IMMEDIATELY OF ALL UNKNOWN UTILITIES.

11. SOIL EROSION AND SEDIMENT CONTROL MEASURES ARE TO BE IN PLACE PRIOR TO COMMENCEMENT

OF DEMOLITION WORK.

12. LIMITS OF DEMOLITIONS ARE APPROXIMATE.  ADDITIONAL DEMOLITION AND REMOVALS MAY BE

REQUIRED TO COMPLETE THIS CONTRACT AS DETERMINED AT START OF WORK.

100

SCALE IN FEET

2 410

1" = 10'



EXISTING CONCRETE TO BE

REMOVED AS NEEDED

EXISTING ASPHALT TO BE

REMOVED AS NEEDED

EXISTING ASPHALT TO BE

REMOVED AS NEEDED

EXISTING CONCRETE TO BE

REMOVED AS NEEDED

EXISTING TREE TO

BE REMOVED

EXISTING FENCE TO BE

REMOVED AS NEEDED

LEGEND

ASPHALT TO BE REMOVED

BUILDING TO BE DEMOLISHED

CONCRETE TO BE REMOVED

OBJECT TO BE REMOVED

TREE TO BE REMOVED

EXISTING BUILDING TO REMAIN

LAWN AREA TO BE DISTURBED
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LOCATION 'B' DEMO PLAN

SCALE: 1" = 10'

DM-002

SITE REMOVALS

PLAN

100

SCALE IN FEET

2 410

1" = 10'

GENERAL SITE NOTES:

1. EXISTING CONDITIONS AND TOPOGRAPHIC INFORMATION AS SHOWN ON THIS DOCUMENT ARE BASED ON THE TOPOGRAPHIC AND

UTILITY SURVEY PREPARED BY LANGAN ENGINEERING, ENVIRONMENTAL, SURVEYING, AND LANDSCAPE ARCHITECTURE, D.P.C.,

DATED 06/10/2014, LAST REVISED 10/24/2014.

2. ELEVATIONS SHOWN ARE REFERENCED TO NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88) BASED UPON NGS BENCHMARK

MONUMENTS Z 374, D 330, RECOVERED ON 04/28/14, IN GOOD CONDITION.

3. THE MERIDIAN OF THIS SURVEY IS REFERENCED TO GRID NORTH NY LI NAD83.

4. LOCATIONS OF EXISTING UTILITIES SHALL BE CONSIDERED APPROXIMATE.  CONTRACTOR SHALL FIELD VERIFY EXISTING UTILITIES

PRIOR TO NEW UTILITY INSTALLATIONS.  CONTRACTOR TO IMMEDIATELY NOTIFY OWNER AND ENGINEER IN WRITING OF ANY

DISCREPANCIES.

5. IT IS MANDATORY, AS PER NYS INDUSTRIAL CODE RULE 53, FOR THE CONTRACTOR TO NOTIFY NEW YORK CITY/LONG ISLAND

ONE-CALL CENTER, 36-35 BELL BOULEVARD, SUITE 202, BAYSIDE, NY 11361, TEL 800.272.4480, FAX 718.631.6723, EMAIL

BSCHUETT@1-CALL.COM,  IN ADDITION TO ALL UNDERGROUND FACILITY OPERATORS IN THE AREA WHO ARE NOT ONE-CALL

MEMBERS, NOT LESS THAN TWO (2) FULL BUSINESS DAYS AND NOT MORE THAN TEN (10) FULL BUSINESS DAYS BEFORE

COMMENCING EXCAVATION. THE CONTRACTOR WILL RECEIVE A NOTIFICATION TICKET FROM THE ONE-CALL ENTER WHICH

SHOULD BE PRESENTED TO THE RESIDENT ENGINEER AS PROOF OF THE CALL..

6. THE CONTRACTOR SHALL BE SOLEY RESPONSIBLE FOR MAINTAINING THE SECURITY OF THE PROJECT SITE DURING ALL WORKING

AND NON-WORKING HOURS, SEVEN DAYS A WEEK.

7. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING ALL WORK CONFORMS WITH ALL FEDERAL, STATE, COUNTY OR LOCAL CODES

HAVING JURISDICTION OVER SUCH WORK.

8. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OSHA REGULATIONS AND SAFETY PROCEDURES TO ENSURE

PERSONNEL HEALTH AND SAFETY. THE CONTRACTOR MUST MAINTAIN A SAFE AND CLEAN WORKING ENVIRONMENT AND SHALL

ENSURE PROPER PERSONAL PROTECTIVE EQUIPMENT IS WORN AT ALL TIMES. IN AREAS WHERE PEDESTRIAN AND/OR VEHICULAR

TRAFFIC MAY BE AFFECTED BY THE WORK, THE CONTRACTOR SHALL CORDON OFF THE WORK AREA.

9. PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL VISIT THE SITE AND SHALL NOTIFY THE OWNER'S REPRESENTATIVE OF

ANY UTILITIES, STRUCTURES OR ANY OTHER ELEMENTS WHICH MAY IMPEDE WORK. UTILITY AND/OR STRUCTURE RELOCATIONS, IF

NECESSARY, SHALL BE COORDINATED THROUGH THE OWNER'S REPRESENTATIVE AT NO ADDITIONAL COST.

10. IT IS THE CONTRACTORS' RESPONSIBILITY TO VERIFY, COORDINATE AND STAGE OR SEQUENCE HIS WORK WITH ANY OTHER

PLANNED OR ONGOING CONSTRUCTION ACTIVITIES AT THE SITE.

11. THE CONTRACTOR SHALL COORDINATE ANY STAGE WORK, LAY DOWN, AND STORAGE AREA LOCATIONS AND ACCESS WITH

OWNER, PRIOR TO START OF WORK.

12. CONTRACTOR TO NOTE CONSTRUCTION ACTIVITIES MAY HAVE COMMENCED SINCE SURVEY ISSUANCE AND AS SUCH THE SITE

CONDITIONS SHOWN HEREON DO NOT NECESSARILY REFLECT THOSE WHICH WILL BE FOUND ONSITE AT THE START OF

CONSTRUCTION.

DEMOLITION NOTES:

1. THE CONTRACTOR SHALL EXERCISE EXTREME CARE TO PREVENT DAMAGE TO EXISTING ADJACENT STRUCTURES BY OR AS A

RESULT OF HIS OPERATIONS. ANY DAMAGE RESULTING FROM THE CONTRACTORS' OPERATIONS SHALL BE REPAIRED AS

DIRECTED BY THE OWNER'S REPRESENTATIVE AT NO ADDITIONAL COST.

2. CONSTRUCTION OPERATIONS SHALL BE CONFINED TO THE AREA OF WORK SHOWN AND SHALL NOT CREATE DUST, DIRT,

OBSTRUCTIONS OR OTHER SUCH INCONVENIENCES TO ADJACENT RESIDENCES AND PROPERTIES.

3. ALL DEBRIS IN THE IMMEDIATE VICINITY OF THE WORK SHALL BE RECOVERED AND PROPERLY DISPOSED OF BY THE CONTRACTOR

IN ACCORDANCE WITH ALL APPLICABLE LAWS AT NO ADDITIONAL COST TO THE OWNER.

4. IF REQUIRED, THE CONTRACTOR SHALL REQUEST WRITTEN APPROVAL FROM THE OWNER'S REPRESENTATIVE FOR TEMPORARY

SHUTDOWN OF UTILITIES, A MINIMUM OF THREE WORKING DAYS IN ADVANCE.

5. CONTRACTOR SHALL OBTAIN AND MAKE PAYMENT FOR TEMPORARY UTILITIES AND OTHER SERVICES NECESSARY FOR PROPER

EXECUTION OF DEMOLITION WORK.

6. THE CONTRACTOR SHALL REMOVE AND LEGALLY DISPOSE OF ALL DEMOLITION DEBRIS UNDER THIS CONTRACT, INCLUDING BUT

NOT LIMITED TO: SIDEWALK, CURB, PAVEMENT & SITE FURNISHINGS.

7. CONTRACTOR SHALL BE LICENSED AND INSURED FOR LIABILITY PROPERTY DAMAGE AS REQUIRED BY LAW.

8. REFER TO MECHANICAL, ELECTRICAL, PLUMBING, STRUCTURAL, ARCHITECTURAL AND OTHER CONSULTANT DEMOLITION

DRAWINGS FOR ALL DEMOLITION RELATED TO, AND WITHIN STRUCTURES.

9. LOCATION OF ALL UTILITIES SHOWN SHALL BE CONSIDERED APPROXIMATE. CONTRACTOR TO VERIFY IN FIELD PRIOR TO

CONSTRUCTION.

10. ADDITIONAL UNDERGROUND UTILITIES NOT SHOWN ON PLAN MAY EXIST. CONTRACTOR TO NOTIFY OWNER AND ENGINEER

IMMEDIATELY OF ALL UNKNOWN UTILITIES.

11. SOIL EROSION AND SEDIMENT CONTROL MEASURES ARE TO BE IN PLACE PRIOR TO COMMENCEMENT OF DEMOLITION WORK.

12. LIMITS OF DEMOLITIONS ARE APPROXIMATE.  ADDITIONAL DEMOLITION AND REMOVALS MAY BE REQUIRED TO COMPLETE THIS

CONTRACT AS DETERMINED AT START OF WORK.



LEGEND

PROPOSED BUILDING

EXISTING BUILDING

PROPOSED INTERNAL IMPROVEMENTS (NO SITEWORK)

PROPOSED PAVEMENT

PROPOSED 4" CONCRETE SIDEWALK

RESTORE GRASS AREA

REMOVE AND REPLACE

PAVEMENT AS NEEDED

REMOVE AND REPLACE

CURB AS NEEDED

RESTORE GRASS

AREA WITH SEED

REMOVE AND REPLACE

CONCRETE AS NEEDED.

MATCH EXISTING SCORING

PROPOSED CONCRETE

SIDEWALK. MATCH

EXISTING SCORING

PROPOSED BUILDING
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LOCATION 'A' SITE PLAN

SCALE: 1" = 10'

C-201

SITE PLAN

GENERAL SITE NOTES:

1. EXISTING CONDITIONS AND TOPOGRAPHIC INFORMATION AS SHOWN ON THIS

DOCUMENT ARE BASED ON THE TOPOGRAPHIC AND UTILITY SURVEY

PREPARED BY LANGAN ENGINEERING, ENVIRONMENTAL, SURVEYING, AND

LANDSCAPE ARCHITECTURE, D.P.C., DATED 06/10/2014, LAST REVISED

10/24/2014.

2. ELEVATIONS SHOWN ARE REFERENCED TO NORTH AMERICAN VERTICAL

DATUM OF 1988 (NAVD88) BASED UPON NGS BENCHMARK MONUMENTS Z 374, D

330, RECOVERED ON 04/28/14, IN GOOD CONDITION.

3. THE MERIDIAN OF THIS SURVEY IS REFERENCED TO GRID NORTH NY LI NAD83.

4. LOCATIONS OF EXISTING UTILITIES SHALL BE CONSIDERED APPROXIMATE.

CONTRACTOR SHALL FIELD VERIFY EXISTING UTILITIES PRIOR TO NEW UTILITY

INSTALLATIONS.  CONTRACTOR TO IMMEDIATELY NOTIFY OWNER AND

ENGINEER IN WRITING OF ANY DISCREPANCIES.

5. IT IS MANDATORY, AS PER NYS INDUSTRIAL CODE RULE 53, FOR THE

CONTRACTOR TO NOTIFY NEW YORK CITY/LONG ISLAND ONE-CALL CENTER,

36-35 BELL BOULEVARD, SUITE 202, BAYSIDE, NY 11361, TEL 800.272.4480, FAX

718.631.6723, EMAIL BSCHUETT@1-CALL.COM, IN ADDITION TO ALL

UNDERGROUND FACILITY OPERATORS IN THE AREA WHO ARE NOT ONE-CALL

MEMBERS, NOT LESS THAN TWO (2) FULL BUSINESS DAYS AND NOT MORE

THAN TEN (10) FULL BUSINESS DAYS BEFORE COMMENCING EXCAVATION. THE

CONTRACTOR WILL RECEIVE A NOTIFICATION TICKET FROM THE ONE-CALL

ENTER WHICH SHOULD BE PRESENTED TO THE RESIDENT ENGINEER AS

PROOF OF THE CALL..

6. THE CONTRACTOR SHALL BE SOLEY RESPONSIBLE FOR MAINTAINING THE

SECURITY OF THE PROJECT SITE DURING ALL WORKING AND NON-WORKING

HOURS, SEVEN DAYS A WEEK.

7. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING ALL WORK CONFORMS

WITH ALL FEDERAL, STATE, COUNTY OR LOCAL CODES HAVING JURISDICTION

OVER SUCH WORK.

8. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OSHA REGULATIONS

AND SAFETY PROCEDURES TO ENSURE PERSONNEL HEALTH AND SAFETY. THE

CONTRACTOR MUST MAINTAIN A SAFE AND CLEAN WORKING ENVIRONMENT

AND SHALL ENSURE PROPER PERSONAL PROTECTIVE EQUIPMENT IS WORN AT

ALL TIMES. IN AREAS WHERE PEDESTRIAN AND/OR VEHICULAR TRAFFIC MAY

BE AFFECTED BY THE WORK, THE CONTRACTOR SHALL CORDON OFF THE

WORK AREA.

9. PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL VISIT THE SITE AND

SHALL NOTIFY THE OWNER'S REPRESENTATIVE OF ANY UTILITIES,

STRUCTURES OR ANY OTHER ELEMENTS WHICH MAY IMPEDE WORK. UTILITY

AND/OR STRUCTURE RELOCATIONS, IF NECESSARY, SHALL BE COORDINATED

THROUGH THE OWNER'S REPRESENTATIVE AT NO ADDITIONAL COST.

10. IT IS THE CONTRACTORS' RESPONSIBILITY TO VERIFY, COORDINATE AND

STAGE OR SEQUENCE HIS WORK WITH ANY OTHER PLANNED OR ONGOING

CONSTRUCTION ACTIVITIES AT THE SITE.

11. THE CONTRACTOR SHALL COORDINATE ANY STAGE WORK, LAY DOWN, AND

STORAGE AREA LOCATIONS AND ACCESS WITH OWNER, PRIOR TO START OF

WORK.

12. CONTRACTOR TO NOTE CONSTRUCTION ACTIVITIES MAY HAVE COMMENCED

SINCE SURVEY ISSUANCE AND AS SUCH THE SITE CONDITIONS SHOWN

HEREON DO NOT NECESSARILY REFLECT THOSE WHICH WILL BE FOUND

ONSITE AT THE START OF CONSTRUCTION.

100

SCALE IN FEET

2 410

1"=10'



REMOVE AND REPLACE

PAVEMENT AS NEEDED

REMOVE AND REPLACE

PAVEMENT AS NEEDED

REMOVE AND REPLACE

FENCE AS NEEDED

8.9

8.4

8.8

RESTORE GRASS

AREA WITH SEED

REMOVE AND REPLACE

CONCRETE AS NEEDED.

MATCH EXISTING SCORING

REMOVE AND REPLACE

CONCRETE AS NEEDED.

MATCH EXISTING SCORING

RESTORE GRASS

AREA WITH SEED

9.0

PROPOSED COURTYARD

EMERGENCY ANNEX ABOVE

(SEE ARCHITECTURAL PLANS)

RESTORE GRASS AREA

WITH SEED BELOW

PROPOSED ANNEX

LEGEND

PROPOSED BUILDING

EXISTING BUILDING

PROPOSED INTERNAL IMPROVEMENTS (NO SITEWORK)

PROPOSED PAVEMENT

PROPOSED 4" CONCRETE SIDEWALK

RESTORE GRASS AREA
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LOCATION 'B' SITE PLAN

SCALE: 1" = 10'

C-202

SITE PLAN

100

SCALE IN FEET

2 410

GENERAL SITE NOTES:

1. EXISTING CONDITIONS AND TOPOGRAPHIC INFORMATION AS SHOWN ON THIS DOCUMENT ARE BASED ON THE TOPOGRAPHIC AND

UTILITY SURVEY PREPARED BY LANGAN ENGINEERING, ENVIRONMENTAL, SURVEYING, AND LANDSCAPE ARCHITECTURE, D.P.C.,

DATED 06/10/2014, LAST REVISED 10/24/2014.

2. ELEVATIONS SHOWN ARE REFERENCED TO NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88) BASED UPON NGS BENCHMARK

MONUMENTS Z 374, D 330, RECOVERED ON 04/28/14, IN GOOD CONDITION.

3. THE MERIDIAN OF THIS SURVEY IS REFERENCED TO GRID NORTH NY LI NAD83.

4. LOCATIONS OF EXISTING UTILITIES SHALL BE CONSIDERED APPROXIMATE.  CONTRACTOR SHALL FIELD VERIFY EXISTING UTILITIES

PRIOR TO NEW UTILITY INSTALLATIONS.  CONTRACTOR TO IMMEDIATELY NOTIFY OWNER AND ENGINEER IN WRITING OF ANY

DISCREPANCIES.

5. IT IS MANDATORY, AS PER NYS INDUSTRIAL CODE RULE 53, FOR THE CONTRACTOR TO NOTIFY NEW YORK CITY/LONG ISLAND

ONE-CALL CENTER, 36-35 BELL BOULEVARD, SUITE 202, BAYSIDE, NY 11361, TEL 800.272.4480, FAX 718.631.6723, EMAIL

BSCHUETT@1-CALL.COM, IN ADDITION TO ALL UNDERGROUND FACILITY OPERATORS IN THE AREA WHO ARE NOT ONE-CALL

MEMBERS, NOT LESS THAN TWO (2) FULL BUSINESS DAYS AND NOT MORE THAN TEN (10) FULL BUSINESS DAYS BEFORE

COMMENCING EXCAVATION. THE CONTRACTOR WILL RECEIVE A NOTIFICATION TICKET FROM THE ONE-CALL ENTER WHICH

SHOULD BE PRESENTED TO THE RESIDENT ENGINEER AS PROOF OF THE CALL..

6. THE CONTRACTOR SHALL BE SOLEY RESPONSIBLE FOR MAINTAINING THE SECURITY OF THE PROJECT SITE DURING ALL WORKING

AND NON-WORKING HOURS, SEVEN DAYS A WEEK.

7. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING ALL WORK CONFORMS WITH ALL FEDERAL, STATE, COUNTY OR LOCAL CODES

HAVING JURISDICTION OVER SUCH WORK.

8. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OSHA REGULATIONS AND SAFETY PROCEDURES TO ENSURE

PERSONNEL HEALTH AND SAFETY. THE CONTRACTOR MUST MAINTAIN A SAFE AND CLEAN WORKING ENVIRONMENT AND SHALL

ENSURE PROPER PERSONAL PROTECTIVE EQUIPMENT IS WORN AT ALL TIMES. IN AREAS WHERE PEDESTRIAN AND/OR VEHICULAR

TRAFFIC MAY BE AFFECTED BY THE WORK, THE CONTRACTOR SHALL CORDON OFF THE WORK AREA.

9. PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL VISIT THE SITE AND SHALL NOTIFY THE OWNER'S REPRESENTATIVE OF

ANY UTILITIES, STRUCTURES OR ANY OTHER ELEMENTS WHICH MAY IMPEDE WORK. UTILITY AND/OR STRUCTURE RELOCATIONS,

IF NECESSARY, SHALL BE COORDINATED THROUGH THE OWNER'S REPRESENTATIVE AT NO ADDITIONAL COST.

10. IT IS THE CONTRACTORS' RESPONSIBILITY TO VERIFY, COORDINATE AND STAGE OR SEQUENCE HIS WORK WITH ANY OTHER

PLANNED OR ONGOING CONSTRUCTION ACTIVITIES AT THE SITE.

11. THE CONTRACTOR SHALL COORDINATE ANY STAGE WORK, LAY DOWN, AND STORAGE AREA LOCATIONS AND ACCESS WITH

OWNER, PRIOR TO START OF WORK.

12. CONTRACTOR TO NOTE CONSTRUCTION ACTIVITIES MAY HAVE COMMENCED SINCE SURVEY ISSUANCE AND AS SUCH THE SITE

CONDITIONS SHOWN HEREON DO NOT NECESSARILY REFLECT THOSE WHICH WILL BE FOUND ONSITE AT THE START OF

CONSTRUCTION.

1"=10'



PROPOSED BUILDING

FFE 8.19

BEACH DRIVE

SEE MEP PLANS FOR POE

ELEVATION AND ROUTING

WITHIN THE BUILDING.

NEW UNDERGROUND CONDUIT FOR

ELECTRIC LINES FROM EXISTING MANHOLE.

SEE C-401.00 FOR TRENCHING DETAILS.

8 - 4" CONDUITS IN DUCT

BANK. SEE "DUCT BANK A"

DETAIL THIS SHEET

SEE MEP PLANS FOR POE

ELEVATION AND ROUTING

WITHIN THE BUILDING.

UTILITY VAULT TO REMAIN OUTSIDE

BUILDING FOOTPRINT. REFER TO MEP PLANS

FOR CONDUIT ROUTING WITHIN BUILDING

NEW UNDERGROUND CONDUIT TO

CROSS BELOW EXISTING GAS LINE

NEW UNDERGROUND CONDUIT TO CROSS

BELOW EXISTING TELEPHONE LINE

EXISTING TELEPHONE, GAS AND

ELECTRIC TO BE REROUTED WITHIN

THE BUILDING. SEE MEP PLANS.

EXISTING GAS LINE SHOWN PER RECORD

DRAWINGS, NOT IDENTIFIED DURING TONE-OUT.

CONTRACTOR SHALL TEST PIT EARLY IN

CONSTRUCTION AND NOTIFY ENGINEER.

PROPOSED UNDERGROUND TANKS

SEE MEP PLANS

EXISTING ELECTRIC TO REMAIN

16.5-FT

9.2-FT

1.3-FT

11.0-FT

LEGEND

PROPOSED BUILDING

EXISTING BUILDING

PROPOSED INTERNAL IMPROVEMENTS (NO SITEWORK)

PROPOSED PAVEMENT

PROPOSED 4" CONCRETE SIDEWALK

RESTORE GRASS AREA

PROPOSED ELECTRICAL CONDUIT

DUCT BANK A
N.T.S.

1.37-FT

2
.
3
8
-
F

T

2.50-IN

7.50-IN

2
.
5
0
-
I
N

4" PVC CONDUITS (TYP.)

CONCRETE

DUCT BANK

3.50-IN

2.50-IN

2
.
5
0
-
I
N
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C-301

UTILITY PLAN

100

SCALE IN FEET

2 410

LOCATION 'A' UTILITY PLAN
SCALE: 1" = 10'

GENERAL SITE NOTES:

1. EXISTING CONDITIONS AND TOPOGRAPHIC INFORMATION AS SHOWN ON
THIS DOCUMENT ARE BASED ON THE TOPOGRAPHIC AND UTILITY SURVEY
PREPARED BY LANGAN ENGINEERING, ENVIRONMENTAL, SURVEYING, AND
LANDSCAPE ARCHITECTURE, D.P.C., DATED 06/10/2014, LAST REVISED
10/24/2014.

2. ELEVATIONS SHOWN ARE REFERENCED TO NORTH AMERICAN VERTICAL
DATUM OF 1988 (NAVD88) BASED UPON NGS BENCHMARK MONUMENTS Z
374, D 330, RECOVERED ON 04/28/14, IN GOOD CONDITION.

3. THE MERIDIAN OF THIS SURVEY IS REFERENCED TO GRID NORTH NY LI
NAD83.

4. LOCATIONS OF EXISTING UTILITIES SHALL BE CONSIDERED APPROXIMATE.
CONTRACTOR SHALL FIELD VERIFY EXISTING UTILITIES PRIOR TO NEW
UTILITY INSTALLATIONS.  CONTRACTOR TO IMMEDIATELY NOTIFY OWNER
AND ENGINEER IN WRITING OF ANY DISCREPANCIES.

5. IT IS MANDATORY, AS PER NYS INDUSTRIAL CODE RULE 53, FOR THE
CONTRACTOR TO NOTIFY NEW YORK CITY/LONG ISLAND ONE-CALL
CENTER, 36-35 BELL BOULEVARD, SUITE 202, BAYSIDE, NY 11361, TEL
800.272.4480, FAX 718.631.6723, EMAIL BSCHUETT@1-CALL.COM, IN
ADDITION TO ALL UNDERGROUND FACILITY OPERATORS IN THE AREA WHO
ARE NOT ONE-CALL MEMBERS, NOT LESS THAN TWO (2) FULL BUSINESS
DAYS AND NOT MORE THAN TEN (10) FULL BUSINESS DAYS BEFORE
COMMENCING EXCAVATION. THE CONTRACTOR WILL RECEIVE A
NOTIFICATION TICKET FROM THE ONE-CALL ENTER WHICH SHOULD BE
PRESENTED TO THE RESIDENT ENGINEER AS PROOF OF THE CALL..

6. THE CONTRACTOR SHALL BE SOLEY RESPONSIBLE FOR MAINTAINING THE
SECURITY OF THE PROJECT SITE DURING ALL WORKING AND
NON-WORKING HOURS, SEVEN DAYS A WEEK.

7. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING ALL WORK CONFORMS
WITH ALL FEDERAL, STATE, COUNTY OR LOCAL CODES HAVING
JURISDICTION OVER SUCH WORK.

8. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OSHA
REGULATIONS AND SAFETY PROCEDURES TO ENSURE PERSONNEL HEALTH
AND SAFETY. THE CONTRACTOR MUST MAINTAIN A SAFE AND CLEAN
WORKING ENVIRONMENT AND SHALL ENSURE PROPER PERSONAL
PROTECTIVE EQUIPMENT IS WORN AT ALL TIMES. IN AREAS WHERE
PEDESTRIAN AND/OR VEHICULAR TRAFFIC MAY BE AFFECTED BY THE
WORK, THE CONTRACTOR SHALL CORDON OFF THE WORK AREA.

9. PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL VISIT THE SITE
AND SHALL NOTIFY THE OWNER'S REPRESENTATIVE OF ANY UTILITIES,
STRUCTURES OR ANY OTHER ELEMENTS WHICH MAY IMPEDE WORK.
UTILITY AND/OR STRUCTURE RELOCATIONS, IF NECESSARY, SHALL BE
COORDINATED THROUGH THE OWNER'S REPRESENTATIVE AT NO
ADDITIONAL COST.

10. IT IS THE CONTRACTORS' RESPONSIBILITY TO VERIFY, COORDINATE AND
STAGE OR SEQUENCE HIS WORK WITH ANY OTHER PLANNED OR ONGOING
CONSTRUCTION ACTIVITIES AT THE SITE.

11. THE CONTRACTOR SHALL COORDINATE ANY STAGE WORK, LAY DOWN,
AND STORAGE AREA LOCATIONS AND ACCESS WITH OWNER, PRIOR TO
START OF WORK.

12. CONTRACTOR TO NOTE CONSTRUCTION ACTIVITIES MAY HAVE
COMMENCED SINCE SURVEY ISSUANCE AND AS SUCH THE SITE
CONDITIONS SHOWN HEREON DO NOT NECESSARILY REFLECT THOSE
WHICH WILL BE FOUND ONSITE AT THE START OF CONSTRUCTION.

1" = 10'



8.9

8.4

8.8
9.0

NEW UNDERGROUND CONDUIT

FOR ELECTRIC LINES FROM

EXISTING BUILDING. SEE C-401.00

FOR TRENCHING DETAILS.

PROPOSED COURTYARD

EMERGENCY ANNEX ABOVE

SEE MEP PLANS FOR POE

ELEVATION AND ROUTING

WITHIN THE BUILDING.

SEE MEP PLANS FOR POE

ELEVATION AND ROUTING

WITHIN THE BUILDING.

10 - 4" CONDUITS IN DUCT BANK

SEE "DUCT BANK B" DETAIL THIS SHEET

3 - 4" CONDUITS IN DUCT BANK

SEE "DUCT BANK C" DETAIL; THIS

SHEET

NEW UNDERGROUND CONDUIT FOR

ELECTRIC LINES FROM EXISTING

BUILDING. SEE C-401.00 FOR

TRENCHING DETAILS.

SEE MEP PLANS FOR POE

ELEVATION AND ROUTING

WITHIN THE BUILDING.

SEE MEP PLANS FOR POE

ELEVATION AND ROUTING

WITHIN THE BUILDING.

LEGEND

PROPOSED BUILDING

EXISTING BUILDING

PROPOSED INTERNAL IMPROVEMENTS (NO SITEWORK)

PROPOSED PAVEMENT

PROPOSED 4" CONCRETE SIDEWALK

RESTORE GRASS AREA

PROPOSED ELECTRICAL CONDUIT

DUCT BANK B
N.T.S.

1.37-FT

2
.
9
3
-
F

T

2.50-IN

7.50-IN

2
.
5
0
-
I
N

4" PVC CONDUITS (TYP.)

CONCRETE

DUCT BANK

3.50-IN

2.50-IN

2
.
5
0
-
I
N

DUCT BANK C
N.T.S.

1.37-FT

1
.
2
9
-
F

T

2.50-IN

7.50-IN

2
.
5
0
-
I
N

4" PVC CONDUITS (TYP.)

CONCRETE

DUCT BANK

3.50-IN

2.50-IN

2
.
5
0
-
I
N
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C-302

UTILITY PLAN

100

SCALE IN FEET

2 410

GENERAL SITE NOTES:

1. EXISTING CONDITIONS AND TOPOGRAPHIC INFORMATION AS SHOWN ON THIS DOCUMENT ARE BASED ON THE TOPOGRAPHIC AND
UTILITY SURVEY PREPARED BY LANGAN ENGINEERING, ENVIRONMENTAL, SURVEYING, AND LANDSCAPE ARCHITECTURE, D.P.C.,  DATED
06/10/2014, LAST REVISED 10/24/2014.

2. ELEVATIONS SHOWN ARE REFERENCED TO NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88) BASED UPON NGS BENCHMARK
MONUMENTS Z 374, D 330, RECOVERED ON 04/28/14, IN GOOD CONDITION.

3. THE MERIDIAN OF THIS SURVEY IS REFERENCED TO GRID NORTH NY LI NAD83.

4. LOCATIONS OF EXISTING UTILITIES SHALL BE CONSIDERED APPROXIMATE.  CONTRACTOR SHALL FIELD VERIFY EXISTING UTILITIES PRIOR
TO NEW UTILITY INSTALLATIONS.  CONTRACTOR TO IMMEDIATELY NOTIFY OWNER AND ENGINEER IN WRITING OF ANY DISCREPANCIES.

5. IT IS MANDATORY, AS PER NYS INDUSTRIAL CODE RULE 53, FOR THE CONTRACTOR TO NOTIFY NEW YORK CITY/LONG ISLAND ONE-CALL
CENTER, 36-35 BELL BOULEVARD, SUITE 202, BAYSIDE, NY 11361, TEL 800.272.4480, FAX 718.631.6723, EMAIL BSCHUETT@1-CALL.COM, IN
ADDITION TO ALL UNDERGROUND FACILITY OPERATORS IN THE AREA WHO ARE NOT ONE-CALL MEMBERS, NOT LESS THAN TWO (2)
FULL BUSINESS DAYS AND NOT MORE THAN TEN (10) FULL BUSINESS DAYS BEFORE COMMENCING EXCAVATION. THE CONTRACTOR
WILL RECEIVE A NOTIFICATION TICKET FROM THE ONE-CALL ENTER WHICH SHOULD BE PRESENTED TO THE RESIDENT ENGINEER AS
PROOF OF THE CALL..

6. THE CONTRACTOR SHALL BE SOLEY RESPONSIBLE FOR MAINTAINING THE SECURITY OF THE PROJECT SITE DURING ALL WORKING AND
NON-WORKING HOURS, SEVEN DAYS A WEEK.

7. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING ALL WORK CONFORMS WITH ALL FEDERAL, STATE, COUNTY OR LOCAL CODES
HAVING JURISDICTION OVER SUCH WORK.

8. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OSHA REGULATIONS AND SAFETY PROCEDURES TO ENSURE PERSONNEL
HEALTH AND SAFETY. THE CONTRACTOR MUST MAINTAIN A SAFE AND CLEAN WORKING ENVIRONMENT AND SHALL ENSURE PROPER
PERSONAL PROTECTIVE EQUIPMENT IS WORN AT ALL TIMES. IN AREAS WHERE PEDESTRIAN AND/OR VEHICULAR TRAFFIC MAY BE
AFFECTED BY THE WORK, THE CONTRACTOR SHALL CORDON OFF THE WORK AREA.

9. PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL VISIT THE SITE AND SHALL NOTIFY THE OWNER'S REPRESENTATIVE OF ANY
UTILITIES, STRUCTURES OR ANY OTHER ELEMENTS WHICH MAY IMPEDE WORK. UTILITY AND/OR STRUCTURE RELOCATIONS, IF
NECESSARY, SHALL BE COORDINATED THROUGH THE OWNER'S REPRESENTATIVE AT NO ADDITIONAL COST.

10. IT IS THE CONTRACTORS' RESPONSIBILITY TO VERIFY, COORDINATE AND STAGE OR SEQUENCE HIS WORK WITH ANY OTHER PLANNED
OR ONGOING CONSTRUCTION ACTIVITIES AT THE SITE.

11. THE CONTRACTOR SHALL COORDINATE ANY STAGE WORK, LAY DOWN, AND STORAGE AREA LOCATIONS AND ACCESS WITH OWNER,
PRIOR TO START OF WORK.

12. CONTRACTOR TO NOTE CONSTRUCTION ACTIVITIES MAY HAVE COMMENCED SINCE SURVEY ISSUANCE AND AS SUCH THE SITE
CONDITIONS SHOWN HEREON DO NOT NECESSARILY REFLECT THOSE WHICH WILL BE FOUND ONSITE AT THE START OF
CONSTRUCTION.

LOCATION 'B' UTILITY PLAN

SCALE: 1" = 10'

1"=10'



PIPE DIAMETER "D" MAXIMUM "A"
SMALLER THAN 6 INCHES 6 INCHES
6 TO 15 INCHES 8 INCHES
18 TO 21 INCHES 10 INCHES
24 TO 30 INCHES 12 INCHES
33 TO 42 INCHES 15 INCHES
LARGER THAN 42 INCHES 18 INCHES

OUTER
DIAMETERA A

W

BEDDING

2-FT

NOTE: MAXIMUM TRENCH WIDTH "W"
TAKEN AT 2-FT ABOVE CROWN OF PIPE.

STANDARD PIPE TRENCH WIDTH
N.T.S.

D

CONTINUE TO LAY BACK TRENCH WALL OR
PROVIDE BOXES TO CONFORM WITH OSHA,
AND NEW YORK STATE DOT REQUIREMENTS.

UTILITY TRENCHING DETAIL
N.T.S.

STONE BEDDING (6-IN TYP.)
WHERE DIRECTED BY THE ENGINEER

SAND

COMPACTED EARTH BACKFILL
PER SPECIFICATIONS

UTILITY DEPTH
AS SPECIFIED ON PLANS

W
(TRENCH WIDTH)

MIN. 1-FT MIN. 1-FT

NEW PAVEMENT,
REPLACE IN-KIND

SAW CUT EDGE

TACK COAT (TYP.)

EXISTING
PAVEMENT

PRIME COAT ON TOP
OF STONE LAYER

MATCH EXISTING
STONE BASE COURSE

(6-IN MIN.)

8-IN

STABLE COMPACTED SUBGRADE

8-IN

WARNING TAPE

4-IN DIA. PVC
CONDUIT

NOTES:

1. ALL ASPHALT PAVEMENT CONSTRUCTION AND MATERIAL SHALL BE IN
ACCORDANCE WITH PROJECT SPECIFICATIONS.

2. FULL DEPTH PAVEMENT REPLACEMENT SHOULD BE USED WHENEVER
PROPOSED CONDITION WILL RESULT IN LESS THAN 3-IN OF ASPHALT
PAVEMENT.

FULL DEPTH ASPHALT PAVEMENT
N.T.S.

PROPOSED RESURFACED
GRADE

STABLE, COMPACTED SUBGRADE

HOT ASPHALT CEMENT
TACK COAT

1 12-IN ASPHALT SURFACE COURSE

1 12-IN ASPHALT BINDER COURSE

SAW CUT LINE (APPLY
TACK COAT PRIOR TO
CONSTRUCTION)

4-IN BASE COURSE

6-IN COMPACTED SUBBASE

CONCRETE CURB
N.T.S.
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PROVIDE CLEARANCE OF
1/8" PER LINEAL FOOT OF

SLEEVE DIMENSION (1"
MAX.) ON SIDES OF

SLEEVE.

DAMPER SLEEVE TO BE
SAME GAGE AS DUCT

WITH MINIMUM AS
FOLLOWS:

   0" THRU 30", 24GA.;  31"
THRU 54", 22GA.; 55"

THRU 84", 20 GA.; 85" AND
OVER, 18GA.

DUAL HEAT SENSOR
FIRESTAT IN DAMPER

ACCESS
DOOR

AIR

FLOW

DAMPER OPERATOR
OUTSIDE THE DUCT

(COORDINATE LOCATION
FOR ACCESS &

SERVICING)

BREAK AWAY CONNECTION,
SEALED WITH A NON-HARDENING

SEALANT, WITH FLAME SPREAD
RATING LESS THAN 25 AND

SMOKE DEVELOPED RATING OF
LESS THAN 50. NO FASTENERS.

HI-TEMP HEAT
SENSOR

FCC OVERRIDE
SMOKE

DETECTOR
OR SIGNAL
FROM FCC HEAT SENSOR

BY DAMPER MANU.OPEN & CLOSED
LIGHT CONTACTS

WIRING DIAGRAM

GENERAL NOTES:

1. DAMPER TO BE U.L. LABELED N.F.P.A. 90A NY ONLY
APPROVED

2. N.F.P.A. APPROVED INSTALLATION DETAILS TO BE
PART OF SUBMISSION OF COMBINATION FIRE &
SMOKE DAMPER FOR APPROVAL, WHICH SHALL
MEET N.F.P.A. STANDARD 90A NY ONLY
APPROVED.

3. DETAILS SHOWN ARE FOR COMBINATION FIRE
SMOKE DAMPERS     IN HORIZONTAL DUCTWORK.
FOR DAMPERS IN VERTICAL DUCTWORK, DETAIL IS
SIMILAR.

4. INSTALL DAMPER IN ACCORDANCE WITH
MANUFACTURERS REQUIREMENTS.

RATED PARTITION

BOTH SIDES

6" MAX

OVER CENTER
LOCKING LINK

CONNECTING ROD

DUCT

FLEX
CONDUIT

CONNECTING LINK

SECURE RETAINING ANGLES  TO SLEEVE
8" ON CENTER WITH 1/4"  BOLTS & NUTS,
1/2" LONG WELDS, #10 STEEL SCREWS,
OR 3/16" STEEL RIVETS. ANGLES MUST
OVERLAP OPENING 1" MIN.

IF MANDATED BY LOCAL AUTHORITY HAVE
JURISDICTION, PROVIDE SEALANT
APPROVED BY DAMPER MANUFACTURER
TO SEAL RETAINING ANGLES TO  RATED
PARTITION

DAMPER
ACTUATOR
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ANDREW M. CUOMO ROSE HARVEY

Governor Commissioner

January 16, 2019

Alicia Shultz
Governor’s Office of Storm Recovery
38 State St
Albany, NY 12207

Re: GOSR/ HUD CDBG-DR
Flood Mitigation Project, Good Samaritan Hospital
1000 Montauk Highway, West Islip/ Suffolk County.
19PR00037

Dear Ms. Schultz:

Thank you for requesting the comments of the New York State Historic Preservation Office (SHPO).
We have reviewed the submitted materials in accordance with Section 106 of the National Historic
Preservation Act of 1966. These comments are those of the SHPO and relate only to Historic/
Cultural resources. They do not include other environmental impacts to New York State Parkland
that may be involved in or near your project. Such impacts must be considered as part of the
environmental review of the project pursuant to the National Environmental Policy Act and/or the
State Environmental Quality Review Act (New York Environmental Conservation Law Article 8).

Based on this review, it is the opinion of SHPO that there will be No Historic Properties Affected by
the proposed undertaking.

If I can be of further assistance, please contact me at (518) 268-2187 Larry.moss@parks.ny.gov

Sincerely,

Larry K Moss, Historic Preservation Technical Specialist

CC: Brad Stevens & Sheila Hascall, DHSES



 

  ANDREW M. CUOMO 
  Governor 

  

 

January 2, 2019 

 

Mr. Larry Moss 

Historic Preservation Technical Specialist 

New York State Office of Parks, Recreation and Historic Preservation 

Division of Historic Preservation 

Peebles Island 

P.O. Box 189 

Waterford, New York 12188-0189 

 

 

Re:  Section 106 Compliance for Good Samaritan Hospital Flood Mitigation Project, 1000 Montauk 

Highway, West Islip, New York 11795 

 

Dear Mr. Moss: 

 

Pursuant to the Disaster Relief Appropriations Act, 2013 (Public Law 113-2) and the Housing and Community 

Development Act (42 U.S.C. § 5301 et seq.), the Governor's Office of Storm Recovery (GOSR), an office of New 

York State Homes and Community Renewal’s Housing Trust Fund Corporation as a recipient of Community 

Development Block Grant – Disaster Recovery (“CDBG-DR”) funds from the United States Department of 

Housing and Urban Development (“HUD”), is serving as the entity responsible for compliance with the HUD 

environmental review procedures set forth in 24 CFR Part 58. GOSR is acting on behalf of HUD in providing the 

enclosed project information and request for consultation. 

 

GOSR processes environmental reviews for projects funded with HUD CDBG-DR on a case by- case basis. In 

accordance with Section 106 of the National Historic Preservation Act (NHPA) of 1966, as amended (54 U.S.C. 

§306108), and its implementing regulations, 36 Code of Federal Regulations (CFR) Part 800, this letter serves as 

notification of the proposed action. 

 

Catholic Health Services of Long Island and Good Samaritan Hospital applied CDBG-DR funding for disaster 

recovery projects. Funding will be delivered through the NY Rising Infrastructure Program, within GOSR.  

 

Purpose and Need 

 

The current construct of the emergency electric generators at the Good Samaritan Hospital is one generator per 

building.  When a generator fails no power is available to that building.  Centralizing power means that in the less 

likely event that a large new generator was to fail, power would be lessened but manage by firing the third and 

redundant of the large generators.  Re-wiring the building allows the direction and re-direction of power to the 

building that need it most.  The emergency generator building will be located adjacent to the existing hospital.  

The generators will provide increased capacity and will be protected from a category 2 hurricane.  This project 

will eliminate the need to relocate patients during future storms.  This will keep the facility open during storms 

instead of having to evacuate the facility and putting the elderly and the patients at an even greater risk.  During 

Superstorm Sandy and Hurricane Irene, Good Samaritan Hospital experienced a complete loss of power from 
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Long Island Power Authority, the public utility which provided electrical service to the hospital prior to 2014 

(power is now provided through PSEG on Long Island).   

 

Area of Potential Effect: This project will involve demolition of an existing structure (home) adjacent to the 

existing power plant and Baxter Building at 175 Beach Drive, West Islip, New York (see sheet E-010 and M-200 

uploaded to CRIS).  The structure is greater than 50 years old and is in disrepair and the costs of repair are not 

justified.  The structure is currently used for administrative purposes.  A new emergency power generator building 

will be constructed at the location of the demolition with a surface area of approximately 4,775-square feet and 

total square footage, including all three floors, of 14,325 square feet and final finished floor elevation of 8.19 

above mean sea level which is at or below the elevations the surrounding and adjacent buildings.  The areas to be 

removed are shown in sheet DM-001 uploaded to CRIS.   

 

Other areas to be disturbed and removed include asphalt, concrete and metal stairs associated with walkways and 

underground storage tanks (UST).   

 

Proposed Project Description: Catholic Health Services will replace seven existing generators with three large 

generators in a new emergency generator building creating centralized projection of emergency power generation.  

To achieve this goal, facilities will need to be re-wired to maximize the efficiency of the emergency generators.  

Existing generators and associated USTs will be removed.    

 

This project will involve demolition of an existing structure (home) adjacent to the existing power plant and 

Baxter Building.  The existing building is in disrepair and the costs of repair are not justified.  The structure is 

currently used for administrative purposes.  The new emergency power generator building will be constructed at 

the location of the demolition.  Work will include demolition and required utility relocation in the proposed new 

emergency generator area.  A complete electrical system will be required for the new emergency generator 

building, including power, lighting and fire alarm system.  A new emergency generator system will be installed 

including three (3) 1500KW generators, paralleling switchgear, transformer, automatic transformer, automatic 

transfer switches (ATS) and emergency distribution equipment.  

 

Normal power will be provided to all emergency automatic transfer switches (ATS) in the new emergency 

generator building from the existing power plant.  New emergency distribution from the new emergency generator 

system to all campus buildings will be provided.  The distribution will include a complete raceway system, 

including underground duct bank, roof conduits, interior conduits installed above existing ceiling spaces, and 

vertical conduits attached to the existing building façade.  

 

The project will include separation of emergency power life safety branch, critical branch and equipment branch 

at panel board branch circuit level for the entire campus.  Specific construction elements are discussed below.  

 

Emergency Generator Building 

 

A new three-story emergency generator building will be constructed to house the generators.  The building will 

be a total of 14,325 square feet (including three floors).  Corridors will provide connection to the existing boiler 

plant and Baxter building.  The finish will be concrete floors with concrete masonry partitions.  Floor drains also 

will be installed.   

 

The top floor will have two switch rooms with 4” concrete pads under the transfer switches, a 4” pad under 

transformers and switches in the transformer room.  Three active diesel particulate filters with metal grating 
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platform for each generator will be located on the top floor as well as a filter room. These filters will ensure low 

emissions from the diesel generators.    

 

Site preparation includes disturbance of a small area of lawn and removal of three trees, a fence, curbs, concrete 

and asphalt surrounding the area of new emergency generator building, and metallic stairs as shown in Attachment 

sheet DM-001 and DM-002.  After construction, site restoration will include restoration of lawn and replacement 

of curbs, concrete and asphalt surrounding the area of the new emergency generator building (See sheets C-201 

and C-202 uploaded to CRIS).  Utilities will be re-routed as required which requires trenching in existing 

previously disturbed areas.   

 

Four-inch concrete pads will be constructed for the placement of the three generators. The generators are 

1500KW, 277 / 480V generators.   

 

Underground Storage Tanks 

 

Two new 20,000-gallon diesel double walled fiberglass underground storage tanks (UST) will be installed 

adjacent to the new emergency generator building, 9.2 feet away from the nearest building.   The UST will be 

buried and located on a 30-inch concrete hold down pad with eight hold down straps.  The tank is equipped with 

leak detection and two manhole covers surrounded by a reinforced concrete pad (see sheet M-601 uploaded to 

CRIS).  

 

MRI Electrical Room 

 

The existing electrical room will be upgraded to include a new emergency electrical service panel. Interior 

electrical upgrades will require wall and ceiling penetrations and patching.  

 

Main West Building – Construction date 1959 

 

The electrical systems in the 7th floor electrical room will require wall and ceiling penetrations and patching. 

Roof modifications will also be required.   

 

South Building  

 

The first-floor electrical room in the South Building will require installation of electrical and the walls will need 

to be penetrated and finished.  The second-floor electrical room in the South Building will require installation of 

electrical and HVAC and the walls will need to be penetrated and finished.  The electrical equipment will be 

installed on the roof of the South Building.   

 

Court Yard 

 

The Court Yard building will be retrofitted as the courtyard emergency annex.  The annex will serve as an 

electrical room and will equipped with a fan room and bathroom on the first floor and electrical room and 

emergency electrical room on the second floor.    

 

Drainage  

 

All storm will be directed to the existing onsite storm water drainage system consisting of storm sewers, drainage 

ways and catch basins.   
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Request for Comment: The purpose of this letter is to initiate consultation pursuant to Section 106 of the NHPA 

per the implementing regulations at 36 Code of Federal Regulations (CFR) Part 800. GOSR respectfully requests 

your review of the proposed project described herein. If you have any questions or require additional information 

regarding this request, please feel free to contact me at (518) 474-0647 or via email at alicia.shultz@nyshcr.org. 

Thank you for your time and consideration. 

 

 

 

Sincerely,  

 

 

 

Alicia Shultz 

Senior Environmental Scientist  

Bureau of Environmental Review and Assessment 

Governor’s Office of Storm Recovery 

 

Uploaded to CRIS: 

Project Location Maps 

Site Photographs 

Sheets: C-201, C-202, D-001, D-002, E-010, M-200, M-601 
 

 

 

 




